
Figure 1

Top of Bank
Approx sta 8+40

Excavation
necessary to place
bentonite plug

Place bentonite
plug at interface
between Section 1
and Section 2

Section 2
Section 1

Section 3



Remove all material
in previously
excavated trench to
top of pipe. Backfill
with clean material
to 6" below existing
ground (prior to
berm). Replace
riprap per plan.
Place 6" of clean
topsoil obtained
from offsite and
seed/mulch in
accordance with
DEQ Permit No.
11-03-0046-P,
condition 25.

To apply to Section 1
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To apply to Section 2

One Foot

Remove berm
material to one foot
below existing
ground. Place
geotextile separator
over exposed
trench. Backfill with
one foot of clean
topsoil obtained
from offsite and
seed/mulch in
accordance with
DEQ Permit No.
11-03-0046-P,
condition 25.

Figure 3



No change from final
plans. Place 6" of
clean topsoil
obtained from offsite
and seed/mulch in
accordance with
DEQ Permit No.
11-03-0046-P,
condition 25.

To apply to Section 3

Figure 4



See Figure 7

Top of Bank
Approx sta 8+15

Excavate to place
bentonite plug at
interface between
area previously
cleaned by EPA
and native soil.
Backfill with clean
material, place
riprap, and topsoil,
seed, and mulch in
accordance with
DEQ Permit
11-03-0046-P,
condition 25.

Figure 5



Figure 6

Remove all material in previously
excavated trench to top of pipe.
Backfill with clean material to 6"
below existing ground. Replace
riprap per plan. Place either 6" of
clean topsoil obtained from offsite
and seed/mulch or place "Approach,
Cl II, 6 Inch" in accordance with
DEQ Permit No. 11-03-0046-P,
condition 25.

To apply to area
previously cleaned
by EPA



Figure 7
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